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BRAILLE CODED TOILET SIGNAGE WITH PATTERNS AND DOTS

KEY SELECTION ATTRIBUTES

Aluminium Braille toilet signs are plastic-framed. The signs are incorporated with a combination of tactile text and printed text. It is available in men and women. 
options. Easy to apply with double-sided tape provided on the back of each sign.

• Silver plastic-framed aluminium panel signs
• Women, men, and no smoking symbols.
• Fixing with double-sided adhesive tape.
• Easy application by peel and stick principle.
• Tactile and printed text combinations.
• Braille signs use the braille codes made up of patterns of dots and 
areread through touch.
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 Silver

COLOURS IN STOCK

PHYSICAL DATA
Material
Aluminium plate with plastic frame and double 
sided adhesive tape.

Surface Finish
Silver anodised aluminium plate with silver frame.

Recycled Content
Up  to 78% recycled content used.

Warranty
All products are guaranteed for 3 years by 
MT Displays with below conditions:
Warranty Conditions 

Installation Considerations
Peel the tape and stick backing for easy application. 
Please clean the surface before applying the 
double-sided tape for better application.

Storage Conditions
Goods should be stored at 0° to 25°C in a dry place. 
Store in the original package. 

Cleaning and Disinfecting
Clean your displays, with damp microfiber clothes, 
rinsed with simply water or warm, soapy or gentle 
shampooed water. Avoid using vinegar, abrasive, 
acidic, alcohol-based or heavy cleaners or cleaners 
containing Ammonia. Only after cleaning the 
product, if needed, simply apply disinfectant or 
sanitizer that is in compliance with your local 
guidelines and regulations.

TECHNICAL DRAWING

SUITABLE FOR
Toilet Signs can be used for INDOOR 
applications, for signage needs in many 
locations like shopping centers, markets, 
groceries, hotels, offices airports, shops and 
stores, hospitals, schools, apartments and 
many more.

FEATURES

ARTICLES

INSTALLATION INSTRUCTIONS
Aluminium Panel Braille Signs / 1009204

• Please inform the order number on the product or on the carton (e.g. 1/110001394-460) to the place that you have made the purchase if any problem with the product occurs.
• All rights reserved. All pictures, �gures and writings are secured internationally by copy-right law. Infringements will be sued by civil and legal law.
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ARTICLE

TDFL110002

TDFL050002

TDFL060002

TDFL070002

TDFL080002

EXTERNAL (x-y)

127 X 127 mm

150 X 150 mm

150 X 150 mm

150 X 200 mm

150 X 200 mm

DESCRIPTION

5X5 / Silver

6X6 / Silver- Men

6X6 / Silver - Women

6X8 / Silver- Men

6X8 / Silver - Women

PACKING SIZEWEIGHT

*W X H X D

235 X 420 X 205 mm (50 pcs)

235 X 420 X 205 mm (50 pcs)

235 X 420 X 205 mm (50 pcs)

235 X 420 X 205 mm (50 pcs)

235 X 420 X 205 mm (50 pcs)

WITH PACKING

0,066 kg

0,112 kg

0,112 kg

0,142 kg

0,142 kg
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This technical sheet’s contents are all subject to update and modification at MT Displays’ exclusive discretion. There is nothing official about this document. 
For final and legally binding information, please get in touch with the sales staff at MT Displays.

https://mtdisplays.com/wp-content/uploads/2023/12/Warranty_Conditions.pdf

