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WALL CONNECTION FOR RETRACTABLE CROWD CONTROL SYSTEM

KEY SELECTION ATTRIBUTES

Retractable crowd control system, Q Belt, is ready to use in place which offers a choice of post finishes combined with a selection of belt colours. It is 
suitable to be used wherever people come together. Such as airports, cinema halls, hotels, museums etc. 4 way pole provides the flexibility to create 
the optimum pedestrian flow. Retractable tape is controlled with tension to keep the tape straight when the tape is moved or pulled out.

* Highly strong and durable plastic wall connection for Q Belt, retractable crowd 
control system. Retractable tape is controlled with tension to keep the tape 
straight when the tape is moved or pulled out.
* One set includes 45x67 mm strong and durable black plastic wall connection; 
screws and and anchors for easy fixing on the wall.
* Other parts of Q Belt System should be ordered separately, depending on the 

optimum design needed for controlling pedestrian flow in high traffic areas like 
airports, cinema halls, hotels, museums and more.
* Easy to assemble and disassemble with ergonomic and elegant design.
* Packed in a box with an easy-to-understand instruction sheet & fixing 
elements.

Q BELT FOR WALL
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Black

COLOURS IN STOCK SUITABLE FOR
Q Belt Wall Connection can be used for INDOOR and 
OUTDOOR applications, for signage needs in many 
locations like shopping centers, markets, groceries, 
hotels, offices airports, shops and stores, hospitals, 
movies, museums, restaurants, halls, meeting rooms, 
gas stations and many more.

EXPLODED VIEW
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FEATURES

PHYSICAL DATA
Material
Highly strong and durable plastic wall connection.

Surface Finish
Black color.

Storage Conditions
Goods should be stored at 0° to 25°C in a dry place. 
Store in the original package.

Recycled Content
Recycled content

Warranty
All products are guaranteed for 2 years by MT 
Displays with below conditions:
Warranty Conditions 

Installation Considerations
Q Belts are packed unassembled in a box with 
an easy-to-understand instruction sheet & fixing 
elements. Easy to assemble. One set includes 
45x67 mm strong and durable black plastic wall 
connection; screws and and anchors for easy fixing 
on the wall. Other parts of Q Belt System should 
be ordered separately, depending on the optimum 
design needed for controlling pedestrian flow in 
high traffic areas like airports, cinema halls, hotels, 
museums and more.

Design Considerations
Highly strong and durable plastic wall connection 
for Q Belt, retractable crowd control system. 
Retractable tape is controlled with tension to 
keep the tape straight when the tape is moved or 

pulled out. Easy to assemble and disassemble with 
ergonomic and elegant design.

Cleaning and Disinfecting
Clean your displays, with damp microfiber clothes, 
rinsed with simply water or warm, soapy or gentle 
shampooed water. Avoid using vinegar, abrasive, 
acidic, alcohol-based or heavy cleaners or cleaners 
containing Ammonia. Only after cleaning the 
product, if needed, simply apply disinfectant or 
sanitizer that is in compliance with your local 
guidelines and regulations.

TECHNICAL DRAWING
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ARTICLES
ARTICLE

UQBL0WC000

DESCRIPTION

Black wall connection

WATCH VIDEO

Watch video at our website 
www.mtdisplays.com

https://mtdisplays.com/wp-content/uploads/2023/12/Warranty_Conditions.pdf
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INSTALLATION INSTRUCTIONS
Q Belt for Wall / 1009945H000

• Please inform the order number on the product or on the carton (e.g. 1/110001394-460) to the
place that you have made the purchase if anyproblem with the product occurs.
• All rights reserved. All pictures, �gures and writings are secured
internationally by copy-right law. Infringements will be sued by civil and legal law. 

1 2 3

(1009945H000)
Q BELT FOR WALL

Installation Instructions

Each product includes
• 1 x Wall �xing part   • 2 x Screw   • 2 x Anchor

This technical sheet’s contents are all subject to update and modification at MT Displays’ exclusive discretion. There is nothing official about this document. 
For final and legally binding information, please get in touch with the sales staff at MT Displays.
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