PATENT
PROTECTED

Attach sign using
well nuts

< Shrinking
tolerance +0.06”

Flat folded

¢ Product weight
17.64 Ibs

Wheels

Patent No: PCT/EP2017/052765

Recommended graphic materials:
self-adhesive poster to stick-on
or vinyl sheeting, flueted PP,
metal, Plastech PVC foam board
to apply with well nut.

8

Optional hardware well nut
(12 Pcs) UYPSP00010
(8 Pcs) UYPSP00020

MATERIAL : DURABLE HDPE
WHITE | BLACK | GRAPHICSIZE _ s
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UPSP310024| UPSP320024 | 24'X36"  Seemovies White

DESIGN
PROTECTED

Recommended graphic materials:
self-adhesive poster to stick-on
or vinyl sheeting, flueted PP,
metal, Plastech PVC foam board
to apply with well nut.

Pull-up handle

Self adhesive poster

Logo area,
max. print size

11.81” x 1.57” (h) - Durable HDPE

Attach sign
using well nuts

Shrinking
tolerance +0.06”

Silver
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Yellow PARK ON THE
MATERIAL : DURABLE HDPE
YELLOW SILVER GRAPHICSIZE
Easy to carry
UPSDM50010 UPSDM30010 | 24.80"X 19.76” Product weight 11.02 Ibs

Adhesive poster
tape, reusable
over 100 times

Poster case openner

SPECIAL
OFFER

<¢— Alu Profile

Flat folded .
UV resistant

Poster thickness anti-glare
0.08”-0.16" poster
protection

Product
weight 31.9 lbs—p>

Durable
HDPE ——»

With Lens - Black Hinged System

Patent No: PCT/EP2017/052765
o PATENT
Shrinking ‘,Rm\'-_ﬂ\:.“

<¢— tolerance +0.06”

without Poster

Rigid panel
81 P protection

thickness
max. 0.2”

Product weight
28.66 lbs —»

%

See movie at
our website

See movie at
our website

Poster grove
|

e

Pull-up handle

Poster gripper

Flat folded

Beige

Logo area,
max. print size
11.81” x 1.57”(h)
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MATERIAL WITH LENS : DURABLE HDPE Without Lens - Black ~ MATERIAL WITHOUT LENS : DURABLE HDPE

WHITE BLACK | POSTERSIZE |  COPY SIZE WHITE BLACK | POSTERSIZE |  COPY SIZE

UPSP110024 | UPSP120024 | 24"X36" | 23.23"X35.35" UPSP210024 | UPSP220024 | 24"X36" | 23.38"X35.43"

Silver
MATERIAL : DURABLE HDPE
BLACK SILVER BEIGE POSTERSIZE |  COPY SIZE
UPSD1200A1 |UPSD1300A1 | UPSD1400A1 23.38"X33.11"| 22.99"X 32.72"

Easy open

Easy poster chénge,
max. poster
thickness 0.08”

Half-way
top-opening
cover

UV resistant
anti-glare
poster
protection

Wheels }

Easy to carry
Product weight 25.35 Ibs

PATENT
PROTECTED

Optional accessory.
Sign Sleeve / UYPSSPOOA1




Master Sign Flex Poster

Easy carriage

Poster
grove

Poster
gripper

Half-way top-opening cover
Durable HDPE

A

Logo area,
max. print size
11.81” x 1.57”(h)

Swinging spring

Push-up wheels

“‘-.—fa -\ {!Iﬂl!l!.ﬂ'g

Easy to carry
Product weight
26.46 lbs

Silver-Black

MATERIAL : DURABLE HDPE

ARTICLE | POSTER SIZE

(OPYSIZE | DESCRIPTION

UPFS3100A1 |23.38"X33.11"

22.99"X32.72"| Silver- Black

UPFS3200A1 | 23.38"X33.11"

22.99"X32.72"| Beige - Brown

UPFS3300A1 |23.38"X 33.11"

22.99"X32.72"| Black - Black

Beige-Brown

UV resistant anti-glare
poster protection

Maximum
water

6.076 gal.

No tools assembly

F Mm change,
~/ max. poster
. thickness \
0.08”". /ﬂ? \
I g

capacity is

Black-Black

PATENT
PROTECTED

Easy poster

Swinging spring

Optional accessory.
Sign Sleeve / UYPSSPOOA1
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Silver-Black

Street SignPro Match

SPECIFICATIONS / FRAMES STREET SIGNPRO POSTER WITH LENS STREET SIGNPRO POSTER WITHOUT LENS  STREET SIGNPRO BOARD

MINI STREET SIGNPRO BOARD

STREET SIGNPRO DECO

GRAPHIC SIZE 24" x36” / 610 x 915 mm 24" x 36" / 610 x 915 mm 24" x36” / 610 x 915 mm 24.80” x 19.76” / 630 x 502 mm 23.39"x33.11” / 594 x 841 mm
PROFILE MATERIAL & Aluminium 1.10” / 28 mm Aluminium 1.10” / 28 mm PVC
PROFILE SIZE
PROTECTION COVER PET0.04” /1 mm Without Without Without PET0.04” /1 mm

UV resistant and antireflex UV resistant and antireflex
BACKING MATERIAL HDPE HDPE HDPE HDPE HDPE
PRODUCT WEIGHT 31.97 Ibs / 14,5 kg 28.66 Ibs / 13 kg 17.64 bs / 8 kg 11.02 Ibs / 5 kg 25.351bs /11,5 kg
PRINT ON PROFILE 0.59” /15 mm 0.59” /15 mm =
COLOR White and Black White and Black White and Black Yellow and Silver Silver, Beige and Black
NON-SLIP POSTER TAPE With poster tape for re-use around Without Without Without Without

100 times

POSTER THICKNESS

0.01” - 0.16" thick /
0,2 mm- 4 mm thick

Max. 0.20” / 5 mm board

Self adhesive poster to stick-on or vinyl
sheeting, flueted PP, metal or Plastech
PVC Foam board to apply with well nut

Self adhesive poster to stick-on or vinyl
sheeting, flueted PP, metal or Plastech
PVC Foam board to apply with well nut

Max thickness 0.08” / 2 mm

LOGO PRINTING SIZE

11.81” x 1.57” / 300 mm x 40 mm (h)

11.81” x 1.57” / 300 mm x 40 mm (h)

WHEELS 2 wheels 2 wheels 2 wheels Without 2 wheels
Master Sign Match
SPECIFICATIONS / FRAMES =~ MASTER SIGN FLEX POSTER MASTER SIGN FLEX BOARD MASTER SIGN FIX BOARD

GRAPHIC SIZE 23.39” x33.11” /594 x 841 mm 16.54” x 23.62” / 420 x 600 mm 16.54" x 23.62” / 420 x 600 mm
PROTECTION COVER PET 0.04” / 1 mm UV resistant and antireflex | - -

BACKING MATERIAL HDPE HDPE HDPE

PRODUCT WEIGHT 26.46 Ibs / 12 kg 12.13lbs /5,5 kg 9.92 Ibs / 4,5 kg

BASE WATER CAPACITY 6.076 gal. / 23 It 3.17gal. /121t 3.17gal. /121t

COLOR Silver & Black, Black & Black, Beige & Brown | Black & Silver, Silver & Silver, Black & Black, | Black & Silver, Silver & Silver, Black & Black,

Silver & Black, Beige & Brown

Silver & Black, Beige & Brown

POSTER THICKNESS

Max thickness 0.078” / 2 mm

Foam board to apply with well nut

Self adhesive poster to stick-on or vinyl
sheeting, flueted PP, metal or Plastech PVC

Self adhesive poster to stick-on or vinyl
sheeting, flueted PP, metal or Plastech PVC
Foam board to apply with well nut

LOGO PRINTING SIZE

11.81” x 1.57” / 300 mm x 40 mm (h)

7.87” x 1.18” / 200 mm x 30 mm ()

7.87” x 1.18” / 200 mm x 30 mm (h)

WHEELS

2 wheels

2 wheels

2 wheels

Displays

Since

MT DISPLAYS LLC
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. ESIGN
Master Slgn Board (Flex & Fix) ‘,:mmm

Handle

= CHECK THE WIBSITE g (
Logo area, — N—

max. print size

Attach sign 7.87"x 1.18”(h)

using well nuts Self adhesive poster

Shrinking
tolerance +0.06”

Product weight 12.13 |bs

Durable HDPE

HIE=H =

Swinging spring

Maximum
water capacity

is 3.17 gal. Flex, Swinging spring

Fixed, not
swinging spring

Flex / Black-Black

Push-up wheels No tool assembly

Recommended graphic materials: self-adhesive poster to stick-on or vinyl
sheeting, flueted PP, metal, Plastech PVC foam board to apply with well nut.

Mix & Match Cable lock

Product
weight 9.92 lbs
Fix / Silver-Black

ll Don’t forget to order
Chalkboard Marker
UYAKLM1251 - Colour Marker

UYAKLM1250 - White Marker

Beige-Brown Black-Black Black-Silver  Silver-Silver Silver-Black

MASTER SIGN FLEX BOARD : DURABLE HDPE MASTER SIGN FIX BOARD : DURABLE HDPE

ARTICLE | GRAPHICSIZE | DESCRIPTION ARTICLE | GRAPHICSIZE | DESCRIPTION
UPFST100A2 | 16.53"X 23.62" Black - Silver /QKD i & UPFS2100A2 | 16.53"X23.62" | Silver - Black
UPFS1200A2 | 16.53"X 23.62"| Beige - Brown 1222998701 Optional hardware well nut UPFS2200A2 | 16.53"X23.62"| Beige - Brown
UPFS1300A2 | 16.53"X23.62" Black-Black ~ OProne terdware — (12Pcs) hesraooto UPFS2300A2 | 16.53"X23.62"| Black - Black




